All horizontal studs shall be
bent as shown, after welding.

& B " dVent holes e I'-0" ¢/c (as
close to vertical leg as possible).
Contractor and Engineer shall verify
during deck and backwall placement,
that all vent holes are filled with

concrete that has been forced
from under the angles.

Joint Opening See “Compression

K (lLn
% i 1'%
[ 45°
%" x 1" retainer
bars (typ.) |\
Sedl Retainer Angle I
—
Studs [J46x 8”1g.@ -0 o/c. }
Staggered|¥,“¢x 8”1g.e I'-0" ¢c/c.

Typical, sedl retainer angles
shown on this detdil.

| | Seal Table” (Measured normal to

joint).

XTOD of Roadway.

4" x V" strap
anchor welded tfo
each stringer.

Clip Angle shall be 7" x 4" x 4"

unless skew angle etc., require a
larger angle modified to provide
minimum overlap.

Notes:

l. New bridge details shown.

2.5ee Standard No. BR-55(8.06)-18-72
showing special attachment of new clip
angle.

3.Compression seal to be placed after
joint angles are set, and deck
is placed.

4,See Standard No. BR-SS(7.01)-77-63 and
BR-SS(8.02)-715-4 for additional details.

5.Ship and erect seal retaining angles
as a unit.
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